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Disclaimer: IEC 61215/IEC 61730 certificates 

Tiger Monofacial 66 Half Cell -1500V 

Code: JKM***M-6RL3-V 

The following pages represent an extraction from the original certificate (s). 

For the case of Tiger Monofacial 66 Half Cell -1500V (JKM***M-6RL3-V), the following 

pages applied: 

Certificate Nr. Certificate Page (s) Tiger Monofacial 66 Half Cell -1500V 

PV 50416412 
0001-02 

(original annex) 

Certification validity until 16 Sep 2023. (page 0002) 

Fire Rating: Class C (page 0002) 

PV 50416412 0015-0016 

JKM***M-6RL3-V  

Power range: 360-395 W (Page 0015) 

Remark on Fire Rating: Class C (page 0016) 

PV 50416412 
0019-0020 

(+updated annex*) 
*List of factories: Rev 2

JKM***M-6RL3-V  

Power range: 400 W (Page 0020) 
Remark on Fire Rating: Class C (page 0020) 

PV 50416412 

0037-0044 

+ Latest Annex

Update: List of 

factories: Rev 8 

JKM***M-6RL3-V  

Power range: 405-415 W (Page 0042) 

The institute TÜV Rheinland LGA Products GmbH, Tillystraße 2, 90341 Nürnberg  has tested 

and certified the product(s).  

Note: Each individual page is a valid document, including the certificate number, signature, and 

stamp from the testing institute. 

If you required the complete document, please contact us for further support.  

Europe Technical Support 
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